
Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, July 2006
      (Thousand Barrels, Except Where Noted)

East Coast
Appalachian 

No. 1 Total IN, IL, KY MN, WI, ND, SD OK, KS, MO Total

Crude Oil 42,138 3,032 45,170 68,000 13,235 21,315 102,550

Natural Gas Liquids and LRGs 64 0 64 2,269 249 576 3,094
Pentanes Plus 0 0 0 1,071 183 294 1,548
Liquefied Petroleum Gases 64 0 64 1,198 66 282 1,546

Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 0 0 0 60 0 16 76
Isobutane 64 0 64 1,138 66 266 1,470

Other Liquids -3,384 -79 -3,463 -10,652 -2,840 -429 -13,921
Other Hydrocarbons/Oxygenates 152 0 152 541 114 63 718

Other Hydrocarbons/Hydrogen 0 0 0 540 50 63 653
Oxygenates 152 0 152 1 64 0 65

 Fuel Ethanol (FE) 152 0 152 1 64 0 65
Methyl Tertiary Butyl Ether (MTBE) 0 0 0 0 0 0 0

All Other Oxygenatesa
0 0 0 0 0 0 0

Unfinished Oils (net) 8,044 -76 7,968 2,074 55 -304 1,825
Naphthas and Lighter 849 -38 811 1,414 -14 -97 1,303
Kerosene and Light Gas Oils -9 0 -9 98 -40 181 239
Heavy Gas Oils 4,694 -34 4,660 556 123 251 930
Residuum 2,510 -4 2,506 6 -14 -639 -647

Motor Gasoline Blending Components (MGBC) (net) -11,449 -3 -11,452 -13,241 -3,009 -188 -16,438
Reformulated -11,554 0 -11,554 -7,289 -254 0 -7,543

GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -11,554 0 -11,554 -7,289 -254 0 -7,543

Conventional 105 -3 102 -5,952 -2,755 -188 -8,895
CBOB for Blending with Alcohol 0 0 0 -5,300 -2,603 0 -7,903
GTAB 0 0 0 0 0 0 0
Other 105 -3 102 -652 -152 -188 -992

Aviation Gasoline Blending Components (net) -131 0 -131 -26 0 0 -26

Total Input to Refineries 38,818 2,953 41,771 59,617 10,644 21,462 91,723

Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,337 98 1,435 2,192 432 691 3,315
Operable Capacity (daily average) 1,618 95 1,713 2,355 442 786 3,583
Operable Utilization Rate (percent)b

82.6 103.0 83.8 93.1 97.7 87.9 92.5

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 618 18 637 756 129 189 1,074
Catalytic Hydrocracking 29 0 29 123 0 10 133
Delayed and Fluid Coking 80 0 80 164 60 72 295

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.81 1.44 0.85 1.31 2.27 0.94 1.36
API Gravity, Weighted Average (degrees) 33.14 31.71 33.05 32.22 26.85 34.96 32.10

Operable Capacity (daily average) 1,618 95 1,713 2,355 442 786 3,583
Operating 1,618 95 1,713 2,355 442 786 3,583
Idle 0 0 0 0 0 0 0

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

Commodity

PAD District 1 PAD District 2

See footnotes at end of table.
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Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, July 2006 (Continued)
      (Thousand Barrels, Except Where Noted)

PAD Dist. 
4

PAD Dist. 
5

Texas 
Inland

Texas Gulf 
Coast

LA Gulf 
Coast N. LA, AR

New 
Mexico Total Rocky Mt.

West 
Coast U. S. Total

Crude Oil 19,194 108,806 97,382 6,457 2,825 234,664 18,112 85,181 485,677

Natural Gas Liquids and LRGs 836 4,239 2,059 172 259 7,565 407 857 11,987
Pentanes Plus 478 1,573 671 127 105 2,954 131 386 5,019
Liquefied Petroleum Gases 358 2,666 1,388 45 154 4,611 276 471 6,968

Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 285 842 350 0 0 1,477 93 291 1,937
Isobutane 73 1,824 1,038 45 154 3,134 183 180 5,031

Other Liquids -835 -8,553 -1,706 -299 -451 -11,844 -43 -27,163 -56,434
Other Hydrocarbons/Oxygenates 217 924 721 22 9 1,893 120 844 3,727

Other Hydrocarbons/Hydrogen 217 699 717 22 0 1,655 85 773 3,166
Oxygenates 0 225 4 0 9 238 35 71 561

 Fuel Ethanol (FE) 0 0 0 0 9 9 35 71 332
Methyl Tertiary Butyl Ether (MTBE) 0 210 4 0 0 214 0 0 214

All Other Oxygenatesa
0 15 0 0 0 15 0 0 15

Unfinished Oils (net) 449 6,863 7,589 -258 72 14,715 -196 3,004 27,316
Naphthas and Lighter 14 -559 2,802 -38 13 2,232 -89 1,167 5,424
Kerosene and Light Gas Oils 66 -3,411 2,135 -82 10 -1,282 -224 159 -1,117
Heavy Gas Oils 249 8,581 263 -89 49 9,053 230 1,728 16,601
Residuum 120 2,252 2,389 -49 0 4,712 -113 -50 6,408

Motor Gasoline Blending Components (MGBC) (net) -1,503 -16,340 -10,016 -63 -532 -28,454 33 -31,011 -87,322
Reformulated -941 -15,393 -8,611 0 -605 -25,550 0 -28,924 -73,571

GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 -1,068 0 0 0 -1,068 0 0 -1,068
RBOB for Blending with Alcohol -941 -14,325 -8,611 0 -605 -24,482 0 -28,924 -72,503

Conventional -562 -947 -1,405 -63 73 -2,904 33 -2,087 -13,751
CBOB for Blending with Alcohol -446 -421 0 0 0 -867 -95 -3,506 -12,371
GTAB 0 0 255 0 0 255 0 0 255
Other -116 -526 -1,660 -63 73 -2,292 128 1,419 -1,635

Aviation Gasoline Blending Components (net) 2 0 0 0 0 2 0 0 -155

Total Input to Refineries 19,195 104,492 97,735 6,330 2,633 230,385 18,476 58,875 441,230

Atmospheric Crude Oil Distillation
Gross Input (daily average) 633 3,581 3,254 194 91 7,753 590 2,980 16,073
Operable Capacity (daily average) 651 4,031 3,312 219 113 8,325 596 3,173 17,390
Operable Utilization Rate (percent)b,c

97.3 88.9 98.2 88.4 80.9 93.1 99.1 93.9 92.4

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 208 1,418 1,092 19 33 2,770 169 777 5,427
Catalytic Hydrocracking 50 268 226 0 0 543 15 538 1,258
Delayed and Fluid Coking 5 648 529 15 0 1,197 44 507 2,124

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.95 1.74 1.63 2.01 0.77 1.62 1.41 1.24 1.42
API Gravity, Weighted Average (degrees) 37.45 29.30 30.0 27.10 38.08 30.31 32.55 27.85 30.59

Operable Capacity (daily average) 651 4,031 3,312 219 113 8,325 596 3,173 17,390
Operating 651 4,031 3,296 213 113 8,302 596 3,161 17,355
Idle 0 0 17 6 0 23 0 12 35

Alaskan Crude Oil Receipts 0 0 243 0 0 243 0 25,157 25,400

PAD District 3
Commodity

a Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for 
motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).
b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding.  Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, �Monthly Refinery Report.�
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